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Movable Sign Posts
• For permanent or temporary use

• Black baked enamel finish

• Small Size: 
Base: 14” dia., 16 lb cast iron base 
Post: 48” length, 1” dia., pre-drilled 
for signs that are 18”x12”

• Large Size: 
Base: 17” dia., 35 lb cast iron base 
Post: 48” length, 1.5” dia., pre-drilled 
for signs that are 18”x18”, 24” x 18” 
or 24” x 24”

V-Loc Breakaways
• Install in concrete, asphalt or dirt

• Strong steel fins hold the socket 
securely in the ground resisting 
movement from wind vibration

• Allows post to break off cleanly at 
ground level

• Posts are easily replaced by 
removing the locking wedge and 
placing new post in socket

Sign Base
• Ideal for temporary use

• Securely mounts with three expansion 
bolts

• Accepts U-channel posts (sold 
separately)

• Cast aluminum base is 15” in diameter 
and includes post mount stub and 
hardware

Flexible Sign Post
• Polypropylene sign post is equipped 

with reactive springs to endure 
collisions

• Can be mounted to asphalt or concrete

• Sign mounting hardware and post 
installation kit included

Rubber Sign Post
• Moveable post for indoors or outdoors

• 100% recycled rubber base won’t 
chip, crack or rust

• PVC posts accommodate  
18” x 12” or 24” x 24” signs

Post Driver
• Made of heavy duty steel with black 

finish to withstand harsh conditions

• 30” long and 4” diameter.
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Round

2” 
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U-Channel

Catalog # Description Qty.
86339 15” Diameter Base 1

Catalog # Shape Qty.
78991 2-3/8” Round w/ wedge 1
78992 2” Square w/ wedge 1
78993 U-Channel w/ wedge & adaptor 1

Catalog # Color Height Base Qty.
103569 White 5’ 8” x 8” 1
103570 Yellow 5’ 8” x 8” 1

Catalog # Color Base Qty.
103566 White 20 lb 1
103567 White 30 lb 1
103568 White 60 lb 1

Catalog # Description Qty.
87982 Post Driver 1

Catalog # Description Color Qty.
86336 Small: 16 lb base Black 1
86345 Large: 35 lb base Black 1
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