
1/4" COLLET DIE GRINDERS

HIGH SPEED + POWER 
FOR SMOOTH AND EFFICIENT MATERIAL REMOVAL 

7 Different options available (see back)

MEDIUM DIE GRINDERS 
.5 Horsepower motor

MINI DIE GRINDERS 
.3 Horsepower motor

Precision collet for 
accurate material 
removal

New throttle with 
lockout design  allows 
for precise control

360 Degree rotating 
exhaust to direct air away 
from user

Tool free power 
adjustment

Comfort rubber grip 
keeps operator's hand 
isolated as unit gets 
cold during use
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J525AGS MAX. SPEED: 
25,000 rpm at 90 psi 
POWER: 0.5 hp motor  
WEIGHT: 1.5 lbs.

 MEDIUM 
DIE GRINDER
1/4"

J525AGAH90
MAX. SPEED: 
18,500 rpm at 90psi     
POWER: 0.5 hp motor    
WEIGHT: 1.7 lbs.

 MEDIUM 
90° ANGLE 
DIE GRINDER

1/4"

J525AGSE
MAX. SPEED: 
23,000 rpm at 90psi
POWER: 0.5 hp motor 
WEIGHT: 2.2 lbs.

 MEDIUM 
EXTENDED 
DIE GRINDER

1/4"

MAX. SPEED: 
30,000 rpm at 90psi 
POWER: 0.3 hp motor  
WEIGHT: 1 lb.

J325AGS

 MINI 
DIE GRINDER
1/4"

J325AGAH90

 MINI 
90° ANGLE 
DIE GRINDER

1/4" MAX. SPEED: 
23,000 rpm at 90psi     
POWER: 0.3 hp motor     
WEIGHT: 1.2 lbs.

 MINI 
120° ANGLE 
DIE GRINDER

1/4" MAX. SPEED: 
24,000 rpm at 90psi     
POWER: 0.3 hp motor     
WEIGHT: 1.2 lbs.

J325AGAH120

J325AGSE

 MINI 
EXTENDED 
DIE GRINDER

1/4" MAX. SPEED: 
28,000 rpm at 90psi     
POWER: 0.3 hp motor     
WEIGHT: 1.5 lbs.

Tool-free power 
adjustment eliminates 
the need for an 
additional tool to 
adjust power.  

COMPETITOR UNIT

.5 HP MOTORS .3 HP MOTORS

COMPETITOR UNIT

New throttle with lockout located 
on the end of the lever gives the 
user a precise feel and control 
of the speed of the grinder

PROTO UNIT

PROTO UNIT

PRDIEGRSS


