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STANLEY® I-BEAM 180™ LEVELS

• Durable, I-beam construction made of aluminum.
• Vials provide accuracy of 0.0015 in/in (1.5mm/m).
• Center top read vial for improved visibility.
• 180° rotating vial to duplicate angles.
• Measuring scale printed directly on the level.
• Low profile, shock-absorbing end caps.

Toll Free Customer Service Number: 1-800-800-TOOL
Customer Service FAX Number: 1-770-648-9108

Product Hand Length
SKU No. Color Vials Holes in. mm Box/Ctn

42-324 Yellow 3 (1 Level, 1 Plumb, 1 180°) 0 24 610 0 / 6
42-328 Yellow 3 (1 Level, 1 Plumb, 1 180°) 2 48 1219 0 / 6

Product Hand Length
SKU No. Type Color Vials Holes in. mm Box/Ctn

42-240 Yellow 3 (1 Level, 2 Plumb) 0 24 610 0 / 6
42-244 Magnetic Silver 3 (1 Level, 1 Plumb, 1 45°) 0 24 610 0 / 6
42-480 Yellow 3 (1 Level, 2 Plumb) 2 48 1219 0 / 3
42-486 Magnetic Silver 3 (1 Level, 1 Plumb, 1 45°) 2 48 1219 0 / 3
42-720 Yellow 6 (3 Level, 3 Plumb) 4 72 1829 0 / 3
42-789 Magnetic Silver 6 (3 Level, 3 Plumb) 4 78 1981 0 / 3

TOP-READ LEVELS

• Durable, I-beam construction made of aluminum.
• Vials provide accuracy of 0.002 in/in (2mm/m).
• Center top read vial for improved visibility.
• Low profile, shock-absorbing end caps.

Product Hand Length
SKU No. Color Vials Holes in. mm Box/Ctn

42-073 Silver 3 (1 Level, 1 Plumb, 1 45°) 0 18 457 0 / 5
42-074 Silver 3 (1 Level, 1 Plumb, 1 45°) 1 24 610 0 / 5
42-076 Silver 3 (1 Level, 1 Plumb, 1 45°) 2 48 1219 0 / 5

PRO I-BEAM LEVELS

• Durable, I-beam construction made of aluminum.
• Vials provide accuracy of 0.0015 in/in (1.5mm/m).
• Center top read vial for improved visibility.
• Magnetic versions have full length magnetic strip 

to allow for hands free operation on metal surfaces.
• Pipe groove for use on rounded surfaces 

(only on non-magnetic versions).
• Low profile, shock-absorbing end caps.
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