
S M L XL 2X 3X 4X 5X

46" 49" 52" 55" 58" 61" 64" 67"

27" 27.5" 28" 28.5" 29" 29.5" 30" 30.5"

Case Dimensions / Weight:

S   = 22"(L) X 14"(W) X 16"(H) / 21 lbs.               2X = 27"(L) X 16"(W) X 16"(H) / 27 lbs. 

M = 22"(L) X 14"(W) X 16"(H) / 23 lbs.               3X = 27"(L) X 16"(W) X 16"(H) / 29 lbs. 

L   = 22"(L) X 14"(W) X 16"(H) / 24 lbs.               4X = 28"(L) X 17"(W) X 16"(H) / 30 lbs.      
XL = 27"(L) X 16"(W) X 16"(H) / 26 lbs.               5X = 28"(L) X 17"(W) X 16"(H) / 32 lbs.    

Closure Type: Black plastic zipper with black metal pull 

(righthanded).  Zipper pull has a gray polyester pull tab.

Pockets: There are a total of 8 pockets on the garment (5 

exterior and 3 interior).  See Garment Detail

.80m² (1240 in.²). Black lower front panel is PU coated 210D 

waterproof nylon (3.4 oz/yd²) . The jacket body and sleeves are  

lined with black quilted polyester taffeta with 120g/m² fiber fill.  Packaging:  Side loaded vented polyethylene bag 

Seam Construction: Stitched & taped, 100% waterproof Other:

2. Tingley garment label and size label stitched in neck

3. Hangtag with stock #, size, and UPC code

Compliance Standards: ANSI/ISEA 107 Class 3, Level 2

Garment Detail:   

1. 8 Pockets:

Material:  Fluorescent Yellow‐green material is 210D PU coated 

waterproof  polyester (3.75 oz.). Material meets the ANSI/ISEA 

107 minimum background requirement for Class 3 garments of 

1. Care instructions label  and ANSI statement stitched in inner 

     lining   

Garments/Tags:

2. Elasticized polyester knit sleeve cuffs

3. Elasticized polyester knit waist band

4. 2 polyester mic straps in front below shoulders

   C. Two section exterior pen pocket located on the upper left sleeve (3.125" 

        4.687")

    D. Interior pocket on the inside upper left of the jacket. It has a centered 

        velcro patch closure (6.0" x 7.0")

    E.  2 interior pockets on the inside upper right of the jacket (a cell phone 

         pocket on top of a larger zipper closure pocket). Base pocket = 6.0" x 

Dimensions

Sizes: S, M, L, XL, 2X, 3X, 4X, 5X

Color: Fluorescent Yellow‐Green / Black

Reflective Tape: 2" silver glass bead level 2 compliant, stitched 

to garment.  Reflective tape layout meets the ANSI/ISEA 107 

minimum requirement for Class 3 garments of .20m² (310 in.²).

Configuration: Harness tape layout/one horizontal band, and 2 

bands on each sleeve

Class 3 Bomber II Jacket 

Stock Number ‐ J26112

Garment Type: Insulated, waterproof bomber jacket

    A. Exterior upper left ‐ flap pocket (4.5" x 5.25")

Case Pack: 12 each

5. Pocket style collar with roll‐a‐way hood

    B. Two exterior side pockets (“slash” pockets with a flap overlay) ‐ pocket 

        entrance= 7.5"

         8.5",  Top layer cell phone pocket = 4.0" x 5.5"

Chest

Back Length


