
2®
Introducing the New Twister®2 Self Igniting 
Hand Torch! Uniweld has combined easy start 
electric ignition with its popular Twister® swirl 
combustion technology to produce a new,
 faster lighting and more efficient hand torch 
            for the plumber and HVAC technician.
 • Use Mapp® or Propane
 • Instant flame action
 • Use for soldering and brazing 
    of  Copper, Brass and Aluminum
 • Swirl combustion for high energy
    efficient flame that’s stable even
     in windy conditions
 • Trigger lock with safety feature  
    and instant release
 • Perfect flame adjustment knob
 • Operates in any position...even
    upside down
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SELF IGNITING HAND TORCH

NEW!

Target Heat

Propane   1750°F (954 °C)
Mapp®    2400°F (1316 °C)

   Tubing Capacity
 Soldering Brazing
Propane up to 2” up to 3⁄4”
Mapp® up to 3” up to 1”

PART#
HT44
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                             Copper Tubing Capacity                                      
 Part#  Soft Solder Silver Solder Part#

 T2A-3  Up to - 1” Up to -1⁄2” T2A-3TE

 T2A-5  3⁄4” - 11⁄2” 1⁄4” - 3⁄4” T2A-5TE

 T2A-8  1” - 2” 1⁄2” - 1” T2A-8TE

 T2A-12  2” -  4” 1” -  2” T2A-12TE 

Tip
Ends

LP
Gas

Tip
Ends

Introducing the New Twister®2 Self  Igniting 
Swirl Combustion Quick Connect Tips! 

Uniweld has combined easy start electric 
ignition with its popular Twister® swirl 

combustion technology. The New Twister®2 
Self  Igniting Tips are available for 
Acetylene, Propane and Mapp® Gas

     LP Gas 

TH6
Quick Connect
Torch Handle

T2LP-5

KT2A5T

KT2LP4

KT2A5

T2A-3

T2A-5
T2A-8

T2A-12

T2A-12

SELF IGNITING

SWIRL COMBUSTION 

TORCH TIPS

TWISTER®2 SELF IGNITING OUTFITS

TWISTER®2 SELF IGNITING PROPANE & MAPP® TIPS

TWISTER®2 SELF IGNITING ACETYLENE TIPS

Acetylene 

                                           Copper Tubing Capacity                                      
  Soft Solder Silver Solder Soft Solder Silver Solder 
 Part# Mapp® Mapp® Propane Propane Part#

 T2LP-3 Up to - 1 1⁄2” Up to -1⁄2” Up to - 1” Up to -1⁄2”   T2LP-3TE

 T2LP-4 1⁄4” - 21⁄2” 1⁄4” - 11⁄4” 1⁄4” - 11⁄2” 1⁄4” - 3⁄4”  T2LP-4TE

 T2LP-5 1” - 4” 1⁄2” - 2” 11⁄2” - 21⁄2” 1⁄2” - 11⁄4”  T2LP-5TE 

Acetylene 

T2A-12TE

T2LP-5TE

 Part# Regulator Handle Tips Hoses Carrying Stands Tanks

 KT2A5 RB Acetylene TH6 T2A-5 Twister® Tips H12 w/o w/o

 KT2A5T RB Acetylene Quick Connect T2A-5 Twister® Tips Single 502 “B” Acetylene Tank

 KT2A5MC RMC Acetylene Handle with T2A-5 Twister® Tips Acetylene  w/o w/o

 KT2A5MCT RMC Acetylene  Rear Control Valve T2A-5 Twister® Tips 121⁄2 ft. Hose 512 “MC” Acetylene Tank

 KT2LP4 RLPB Propane/Mapp®   TH6B T2LP-4 Twister® Tips HLP14B Single w/o w/o

     
L.P. Gas 121/2 ft. Hose
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