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FEATURES BENEFITS

Zep Sales & Service, a unit of Zep Inc. 1-877-I BUY ZEP
(1-877-428-9937)

• Good Lubricity • Formulated with high pressure additives which form a solid lubricant layer between the chip 
and tool. Eliminates chip welding, tap burning and reduces tap breakage.

• Versatile Usage • Can used with a wide range of metals such as steels, cast irons, stainless and nickel alloy, 
copper and die casting. Compatible with water-based metalworking fluids.

• Easy Application • Zep Lubeze Taps-It liquid can be applied directly from squirt bottle.
• Easy Cleaning • Water soluble – will not leave deposits on the machine and/or thread holes. Can be cleaned 

using water or an air hose.
• Pleasant to use • Will not smoke or smell like many solvent-tapping compounds.

DESCRIPTION

A water soluble, liquid, tapping compound. Designed to be used for blind holes and for deep vertical hole tapping during high production operations.

SPECIFICATIONS

PACKAGING

16 oz bottles each
16 oz bottle cases

ZEP LUBEZE TAPS-IT™
Liquid Tapping Fluid

APPLICATIONS

A water soluble liquid tapping compound designed to be applied directly from the squirt bottle directly to the tap during production or
to a stationary tap.

COMPANION PRODUCTS

Zep Lubeze Omni, Zep Lubeze Sump Cleaner-New, Zep Formula 50, Zep Gator Tails, Zep No. 206 Drum Master Feeder

Physical Form . . . . . . . . . . . . .liquid Flash Point (TCC) ..........................N/A
Odor  . . . . . . . . . . . . . . . . . . . .Mild hydrocarbon pH .................................................9.0-9.5 
Color  . . . . . . . . . . . . . . . . . . . .Green Shelf Life .......................................1 year minimum
Sp. Gravity/Density  . . . . . . . . .8.5 lbs/gal-1.026 D.O.T. Shipping Label ...................None




